«[JPaint fire hydrants: paint hydrants silver.

*[JColor code top barrel of fire hydrant to match flow.
1.00range = 500-999 G.P.M.’s

2.0Green = 1000-1499 G.P.M.’s

3.0Blue = 1500 G.P.M.’s and above.
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1. 4 1/2" STEAMER CONNECTION TO FACE STREET
2. VALVE BOX TO BE ADJUSTED TO GRADE
3. CONCRETE COLLAR AROUND VALVE BOX IF NOT IN PAVED AREA
4. GRAVEL TO BE PLACED AROUND HYDRANT DRAIN
MINIMUM DIMENSIONS 20" x 20" X 20"
TYPICAL FIRE HYDRANT INSTALLATION
. DAIE: 2008
Department of Public Works TYPICAL | 2008 | STANDARD
City of Woodstock, GA FIRE HYDRANT NO.
103 Arnold Mill Road INSTALLATION APPROVED: W702
Woodstock, ga 30188 CONSTRUCTION STANDARD
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• Paint fire hydrants: paint hydrants silver.
• Color code top barrel of fire hydrant to match flow. 
1. Orange = 500-999 G.P.M.’s
2. Green =  1000-1499 G.P.M.’s
3. Blue = 1500 G.P.M.’s and above.
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1-    4 1/2
Steamer Connection 
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1. 4 1/2" STEAMER CONNECTION TO FACE STREET
 
2. VALVE BOX TO BE ADJUSTED TO GRADE
 
3. CONCRETE COLLAR AROUND VALVE BOX IF NOT IN PAVED AREA
 
4. GRAVEL TO BE PLACED AROUND HYDRANT DRAIN
    MINIMUM DIMENSIONS 20" x 20" X 20"  
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